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●Please read this operation manual carefully and thoroughly before operating the unit. 
●Take care of  this manual for future reference.
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Incorrect installation or operation by not following these instructions may cause harm or damage to 

people, properties, etc. The seriousness is classified by the following indications：

This symbol indicates the possibility

 of injury or damage to properties.
This symbol indicates the possibility 

of death or serious injury.

WARNING

Things you shouldn’t do. Follow the instructions. Cut the power off.

●Please mount the system on a secure surface to prevent the 
  unit from falling and causing injury or damage.

●The appliance shall be installed in accordance with national 
  and local wiring codes, i.e. a circuit breaker.

Safety Precautions
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●Operating the unit outside the recommended temperature 
  range may have an impact on the system performance.
  When the temperature is too high, the air conditioner may trip 
  the circuit breaker causing the air conditioner to shut down.
  When the temperature is too low, the outdoor heat exchanger 
  may generate excessive moisture, leading to water dripping 
  from the unit.
●In long-term cooling or dehumidification with a relative 
  humidity of above 80%, doors and windows should be closed 
  to prevent the indoor unit from generating too much water 
  and causing leaks.    

Range

Cooling 

Heating 
(Heat pump
models only)

Indoor Outdoor

-25℃~24℃
(For auxiliary heating models)

16℃~32℃

0℃~32℃

-15℃~52℃
(For low temp. cooling models)

16℃~46℃

16℃~55℃
(For tropical areas)

-15℃~24℃

Notes for Heating

●The fan of the indoor unit will not start immediately when 
  the heating cycle has started. The unit will warm up and then 
  start blowing air to avoid blowing out cool air. 
●When it is cold and wet outside, the outdoor unit will 
  develop frost over the heat exchanger which over time will 
  cause the system to start the defrost function. 
●During defrost, the air conditioner will stop heating for about 
  5-12 minutes. 
●Vapor may come out from the outdoor unit during defrost. 
  This is not a malfunction, but a result of fast defrost. 
●Heating will resume after defrost is complete. 

Notes for Turning Off 

●When the air conditioner is turned off, the main controller will 
   automatically decide whether to stop immediately or after
   running for dozens of seconds with lower frequency and 
   lower air speed.

Emergency Operation

●If the remote controller is lost or broken, use force switch 
  button to operate the air conditioner. 
● If this button is pushed with the unit OFF, the air conditioner 

  will operate in Mode: AUTO with a set temperature of  25℃ 

  and Fan speed: AUTO.
●If this button is pushed with the unit ON, the air conditioner 
  will stop running. 

Airflow Direction Adjustment

Force switch

●Use up-down swing and left-right swing buttons on the 
  remote controller to adjust the airflow direction. Refer to the 
  operation manual of the remote controller for details.
●For models without left-right swing function, the air vent has 
  to be adjusted manually.

Note: 
Adjust the air vents before the unit is in operation, or your 
finger might be injured. Never place your hand into the air 
inlet or outlet when the air conditioner is in operation.

Important  Notices

●This unit must be installed by a certified contractor to avoid: 
●Damage to the unit. 
●Refrigerant leaking in the atmosphere. 
●Electrical shock. 
●Burns from refrigerant. 
●Other serious injuries including death. 
●Leak test must be made after installation. 
●To move and install air conditioner to another place, please 
   contact our local authorized contractor. 

Operating Range

Preparation before Operation
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Anti-F

Press this button once to start operation.
Press once again to stop it.

●

Signal transmitter
●

Confirm the function.●

Enter the function selection mode.●

Operation display section

Selects the operation mode. Page 4 ●

Enter the timer function setting. Page 6●

●

●

● Quickly activate cooling mode

Quickly activate heating mode

Page 4

Page 4 

Changes the temperature 
setting.

●

●

Selects different modes in mode●

●Installing the remote controller batteries

1.Slide to open the battery cover according to the direction indicated by the arrowhead.
2.Insert two brand new batteries (AAA), and position the batteries to the right electric poles (+＆ ).-
3.Put back the battery cover.

Preparation before Operation
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The air conditioner operates in the mode you choose. 
The next time you turn it on, it will operate in the same mode.

Selecting Operation Modes

1.Press           to start the operation.

2.Press          to select operation mode.

   Each press changes mode in the following order:

Note: Heat mode is not available for single cool models.
          Please read the Usage for Mode for a detailed description.

3.Press          or            to set the temperature.

Each press raises or lowers the temperature by 1℃ or 1℉.

The temperature setting range: 16℃ ~ 32℃. 

Press        again to stop the operation.

The same setting is selected the next time by simply pressing.

Note: In the auto mode, the temperature setting is non-effective.

Note: 
The temperature can not be set in auto or fan mode.
Keeping the temperature setting at a moderate level helps save energy.
Recommended temperature setting:
For cooling: 26°C-28°C
For heating: 20°C-24°C

Enjoy cool air at your desired temperature.

Enjoy warm air at your desired temperature.

Note: The cold wind type has no heating function.
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Fast switching

Press          or          to switch heat or cool mode.

Anti-F

Reduces the humidity level in the space while maintaining the indoor temperature 
as much as possible.
Note: In the dry mode, the speed setting is non-effective.

Note: In the fan mode, the temperature setting is non-effective.
Only the fan operates recirculating the air in the space

Start Operation

Stop Operation
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Fan Speed and Airflow Direction Adjustment

Note: 
1.Auto is not available in fan mode. 
2.Turbo is not available in auto mode.
3.The SPEED button is forced low speed in dry mode.

Press          again and hold for 3 seconds or reinstall the battery of the remote control could 

exit the “Rated swinging”

Press           to select fan speed.

3.Rated swinging

(3) (4) (5) (1) (2)

hold for 

3 seconds

Each press changes fan speed in the following order：

(Low) (Mid) (High)   (Turbo) (Auto) 

Anti-F

Anti-F
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Anti-F

Fan Speed 
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After the timer power on setting is confirmed, the “ON” character will stop flashing and remain 

lighting.  

And the screen will display the corresponding mode, temperature, speed, swing , and all can 

be set by pressing the corresponding buttons. 

Note:

If the          button is not pressed within 10 seconds after the “ON” start flashing, 

the timer setting will be exited.

2.Press the         or         buttons to set the number of hours in which the unit will be turned on.

3.Press           again to confirm when the desired time is reached.

When the unit is turned off.

When the unit is turned on.

The operation method is the same as on timer.

The operation method is the same as cancel on timer.

or

Anti-F

Anti-F
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Anti-F

1.After setting the timed power on, if the timer has not yet expired, press          to directly turn on 

    the unit and cancel the timed power on.

2.If timer setting is confirmed, press          to cancel the timer function.

ON TIMER Operation  

6



In function selection mode, the characters in LCD flashes as the functions are being selected.

1.Press           to enter the function selection mode.

2.Then press           ,          ,           and          button to choose the function which you want. 

3.After pressing         button, the selected function will operate.

Anti-F

2.ECO function

3.SLEEP function

When the air conditioner is on, select this function to activate.
The unit will activate (deactivate) the function of silent wind. 

5.ELE.H function

6.DISPLAY function

When the air conditioner is on, select this function to activate.
The unit will activate or deactivate automatically the function of display on the air-conditioner 
screen according to the indoor ambient brightness. 

10.ANTI-F function

9.ICLEAN function
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Anti-F
1.HEALTH function

When the air conditioner is on, select this function to activate.
After activating the health function, the air conditioner will activate modules such as UVC to 
purify the air. 
Note: The health function will be automatically canceled when the air conditioner is turned off. 
This function is combined with the functions of air conditioning, and some products do not have 
this function.

When the air conditioner is on and in the COOL mode, select this function to activate.
The variable frequency air conditioner will enter the ECO function, which consumes the least 
electricity, and will automatically exit after 8 hours. The ECO function is not available on fixed 
frequency air conditioners. Changing modes or turning off the air conditioner will automatically 
cancel the ECO function.
Note: The electricity consumption is affected by the ambient temperature and the house 
structure etc., and when the ambient temperature is high or the house has a large area, be 
cautious to use the ECO function. 

When the air conditioner is on, select this function to activate.
After entering the sleep function, the air conditioner automatically adjusts the operating 
temperature and wind speed, and turns off the lights.
The unit will exit sleep function in 10 hours of continuous operation and restore the previous status.
Note: The sleep function cannot be activated in fan or auto mode. 

When the air conditioner is on and in the HEAT mode, select this function to enable.
The unit will activate the auxiliary heating function automatically according to the ambient 
temperature, so as to accelerate the heating. 

When the air conditioner is off, select this function to activate.
The unit will automatically clean the dust on the evaporator and dry or blow-dry the moisture. 
The cleaning function will automatically shut off after 30 minutes. 
During the cleaning function, if the         button is pressed, the unit will turn on immediately.

When the air conditioner is on, select this function to enable.
The air conditioner intelligently detects the temperature at the user's location and adjusts its 
operation accordingly. It first sets the average room temperature, then fine-tunes it based on the 
temperature around the user's position.

When the air conditioner and the remote are off, select this function to activate. Upon activation, 
After each shutdown, the air conditioner automatically starts to operate for about 3 minutes 
to dry the moisture on the evaporator. This prevents the accumulation of bacteria, which can 
cause fungus, unpleasant odors, and potential health issues. 
Note: If you need to turn off this function. Press the ANTI-F function again.

Mode Selection  
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Special Operation

Special Operation Functions

1. /  function℃ ℉

The default display unit for temperature is based on the actual product.

Press the          and         buttons at the same time above 3 seconds, you can set the “     ” or “     ”.  FC

2.Child-lock function

Press the             and           buttons at the same  time and hold for at least 3 seconds to

activate or deactivate the child-lock function. 

Then other buttons cannot be used.

Only in the heating mode and in the power-on state.

Press the            and        buttons at the same time above 3 seconds to turn on or off the function.

After turning on the function:

a.Switch to mode, or select the sleep function, all can exit 8℃ heating function.

b.Press any of the          ,        ,        button is non-effective.

c.Turn the unit off and on again, 8℃ heating function is still retained.

d.Press the          button, ELE.H function is not selectable.

3. 8°C heating function

at the same time 
above 3 seconds

at the same time above 3 seconds

at the same time 
above 3 seconds

+
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Anti-F

When the outdoor temperature is low (usually below zero degrees), this function will keep the 

indoor temperature within the range of 8℃ to prevent indoor temperatures from dropping 

below zero degrees and freezing.
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●Do not expose electrical connections or electronics to 
  moisture which can cause an electric shock.

Clean the Panel

When the panel of the indoor unit is dirty, clean it with soft dry 
cloth or a cloth that is slightly dampened with water. 

●Remove the Air Filter
1. Use both hands to open the front panel to gain 
   access to the filters. 
2.Gently release the air filter from the slot and remove.  

●Clean the Air Filter

Use a vacuum cleaner or water to rinse the filter. If the filter is 
very dirty (for example, with greasy dirt), clean it with warm 
water (below 45 ℃) with mild detergent. Put the filter in the 
shade to dry in the air.

●Mount the Filter

Reinstall the dried filter in reverse order of removal, 
then gently close the front cover and lock the panel. 

Check before Using

Maintain after Using

Care and Cleaning
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●There might be power outages. → Wait until power is restored.
●Power plug may be loose out from the socket. →The plug in the plug tightly.
●Power switch fuse may blow. → Replace the fuse.
●The time for timing boot is yet to come. →Wait or cancel the timer settings.

The air conditioner does 
not work.

The air conditioner can't run 
after the immediate start-up 
after it is shut down.

●If the air conditioner is turned on immediately after it is turned off, the protective delay 
   switch will delay the operation for 3 to 5 minutes.

The air conditioner stops 
running after it starts up for a 
while.

●May have reached the setting temperature. → It is a normal function phenomenon.
●May be at a defrosting state. → It will automatically restore and run again after defrosting.
●Shutdown Timer may be set. → If you continue to use, please turn it on again. 

The air blows out of the 
indoor unit, but the air is 
not being cooled or heated.

●The air conditioner itself does not have undesirable odor. 
   If there is odor, it may be due to accumulation of the odor in the environment.
   →Clean the air filter or activate the cleaning function.

The indoor unit blows out 
odor.

There is sound of 
running water during 
operation of the system.

●When the air conditioner is started up or stopped the system can make a "hissing" sound 
   that might sound like running water. 
   → This is the sound of the flow of the refrigerant and not a malfunction.

●Due to temperature changes, panel and other parts will swell, causing the sound of friction.   
  → This is normal, not a fault.

A slight "click" sound is heard 
at the of start-up or shut-down.

The indoor unit makes
abnormal sound.

●The sound of fan or compressor relay switched on or off.
●When the defrosting is started or stop running, it will create sound.
   →That is due to the refrigerant flows to reverse direction. They are not malfunctions.
●Too much dust accumulation on the air filter of the indoor unit may result in fluctuation of 
   the sound. → Clean the air filters in time. 
●Too much air noise when "Strong wind" is turned on. 
   →This is normal, if feeling uncomfortable, please deactivate the "Strong wind" function.

●When ambient humidity is high, water drops will be accumulated around the air outlet 
   or the panel, etc. →This is a normal physics phenomenon.
●Prolonged cooling run in open space produces water drops. 
  →Close the doors and windows.
●Too small opening angle of the louver blades may also result in water drops at the air 
   inlet. →Increase the angle of the louver blades.

There are water drops 
over the surface of the 
indoor unit.

During the cooling operation,
the indoor unit outlet 
sometimes will blow out mist.

●When the indoor temperature and humidity are high, it happens sometimes.
  →This is because the indoor air is cooled rapidly. After it runs for some time, the indoor 
   temperature and humidity will be reduced and the mist will disappear.

●Hear any harsh sound or smell any awful odor during running.
●Abnormal heating of power cable and plug occurs.
●The unit or remote controller has been exposed to excessive amounts of water. 
●Circuit breaker continuously trips.

●

●

●

●

●Excessive accumulation of dust on filter, blocking the air inlet or outlet. 
   →Please clean the filter, remove the obstacles at the air inlet 
●The louver blades are at an excessively angle limiting airflow.
   →Please adjust the louvers to pointing straight.
●Poor cooling and heating effect caused by doors and windows opening, and unclosed 
   exhaust fan. →Please close the doors, windows, the exhaust fan, etc.
●Auxiliary heating function is not turned on while heating, which may lead to poor 
   heating effect. →Turn on the auxiliary heating function.
   (only for models with auxiliary heating function) 
●Mode setting is incorrect, and the temperature and wind speed settings are improper. 
   →Pleasere-select the mode, and set the appropriate temperature and wind speed. 

Immediately stop all operations and cut off the power supply ,contact our Service center locally in following situations.  
  

Ineffective operation

Abnormal smell and sound

Troubleshooting

Abnormal moisture

Troubleshooting

Troubleshooting



Read the Manual Risk of Electric Shock Unit is Remotely controlled 
& may start without warning
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